Prasentation in Vollendung

APPLICATION

Gaming/ casino systems
Outdoorandindoor kiosks
Entertainment
Transport and ticketing
Hospitality

Banking

Customized solutions

High bright touch monitors
INDUSTRIAL HIGH BRIGHT

TOUCH MONITOR 21.5" OPEN
FRAME MM-0215U-CA4PHB

Embedded high bright touch monitor is a perfect solution for
your project. Touch monitor 21.5” Open Frame MM-0215U-
CA4PHB is designed specifically for easy integration in various
types of equipment. It has a long-lasting operation. The monitor
has several options for mounting. A solid framework and
durable glass serve as a protection for the LCD screen from
mechanical impact. The front panel of the monitor is protected
from dust contamination. Projected-capacitive panel has high
accuracy, supports multi-touch option and perfectly suits for
public places, both indoor and outdoor environment. Multi-touch
panel accepts input by a finger or a special stylus.
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ADVANTAGES
SPECIFICATION * Model
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Model

MM-0215U-CA4PHB

Series High bright, Dust-proof front panel (water-proof optional)
Monitor type Open Frame

Display characteristics

Diagonal 21.5”

Aspect ratio 16:9

Touch technology

Projected-capacitive

Touch points

10

Response object

Finger, capacitive stylus

Display type

Active matrix TFT-LCD

Active area (W x H)

477.6 x 269.1 mm

Monitor width 535.1 mm
Monitor height 327.1 mm
Monitor depth 56.4 mm
Resolution 1920x1080
Colors 16.7 million
Brightness up to 2000 cd/m?
Viewing angle (H) Left 89°/ right 89°

Viewing angle (V)

Up 89° / down 89°

Contrast

1000:1

Frequency (H/ V)

40 - 90 KHz /50 — 75 Hz

Interfaces

Digital video In DVI, HDMI
Analog video in VGA
Touch screen In uUsB

Power management

Power source

External power brick

Input voltage 12V, 4A
Power consumption Max. 60 W
Environment

Working temperature 0...+50 °C
Storage temperature -20...+60 °C

Working humidity

20% — 80%

Storage humidity

10% — 90%

Additional Features

Mounting VESA sizes

75 mm and 100 mm

Mounting options

Horizontal or vertical mounting holes




Prasentation in Vollendung

On-screen display function

Accessible through switches on the unit’s tethered OSD Control box. Controls:...

Buttons

AUTO, +, POWER, -, MENU

Compatibility with OS

* some factory modifications can be made

Windows 7 and higher, Linux (core 3.0 and higher)
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